KENWOOD KPG-48D RADIO PROGRAMMING INFORMATION

GENERAL HELP

FOR THE TK-2100V TK-3100U TK-3101U

1: INTRODUCTION

[SUPPLIED ITEMS]

[APPLICABLE TRANSCEIVERS]

[HARDWARE/ SOFTWARE REQUIREMENTS]

 computer/operating system (os)/communication port/connection cable

2: CONNECTING THE EQUIPMENT

3: INSTALLING THE SOFTWARE

[INSTALLING ON A HARD DISK]

[INSTALLING ON ANOTHER FLOPPY DISK]

4: PROGRAM OVERVIEW

[SYSTEM FLOW CHART]

[PROGRAMMING METHODOLOGY]

[MODIFYING DATA PREVIOUSLY WAITTEN TO A TRANSCEIVER]

[MODIFYING DISK DATA, THEN WRITING TO A TRANSCEIVER]

5: BASIC OPERATIONS

[STARTING THE PROGRAM]

[EXITING THE PROGRAM]

[INITIAL SCREEN]

 menu bar/channel information window/key summary

[SELECTING AND ENTERING DATA]

[PROMPTED INPUT]

 arrow keys/quick keys\keyboard

[NON-PROMPTED INPUT]

space bar/shift+space bar

6: USING THE MENU

[MENU OVERVIEW]

 file/model/edit/program/setup/f1=help

[MENU DETAILS]

[FILE]

 new/load/save=f4/save as/delete/print=f5/go to dos/exit=f3

[MODEL]

 model type setup

[EDIT]

 signalling table/key assignment/optional features

[PROGRAM]

 read from radio/write to radio/test mode/tuning mode

[SETUP]

 communication port/display color

[F1=HELP]

 help hot key f=1/general help/keyboard help/about kpg-48d

7: CHANNEL INFORMATION WINDOW

 receive/transmit/qt dqt/shtf/channel setting/bank setting/data copy/data delete help/inserting a blank row

