
128 Channels
Dynamic memory allocation permits 
multiple Conventional zones and/or LTR
zones to be programmed to match the
types, size and quantity of radio systems
available to the mobile fleet. Conventional
zones (channel groups) have a 1 x 128
range [1 channel x 128 zones -to- 128
channels x 1 zone]. LTR zones have a
maximum range of 32 zones x 250 talk
group IDs each to accommodate virtually
any size LTR need.

TK-7150/8150
NEW PRODUCT INFORMATION

Kenwood’s TK-7150/8150 mobile radios offer premium performance 
and features required for today’s private system fleets in a cost-effective
platform. Included are extras such LTR trunking system capability and
FleetSync or FleetSync II signaling compatibility. Expressly designed
for easy installation and operation, these units combine welcome 
versatility with unbeatable Kenwood reliability.

Programmable Function Keys 
6 PF keys are each programmable for
one of twenty-four functions. A set of
key labels is provided for labeling each
key accordingly.

VHF/UHF FM Transceivers

Single Head Remote Option 
The mobile can be converted to
space-saving installation-friendly
remote mount unit using a KRK-9
remote kit and a KCT-22 (8, 17 or
25 feet) remote cable option.

Powerful Audio
The internal front panel speaker provides
clear crisp audio and is an integral
attribute to the mobiles compact low 
profile installation footprint. A powerful
12 Watts of audio is also available with
an external speaker option.

Encryption & ANI Module Control
Secure voice and ANI capabilities are 
possible using vendor modules 
interfaced with the mobiles internal
ports. This offers a variety of formats,
performance and costs levels for 
the radio system owner.

Mobile Data Input Port
Integration with external modem / MDT equip-
ment is possible via the accessory connectors
data compatible input port. The mobiles 
bandwidth is capable of passing data at
speeds of 4800 to 9600 bits per second.

VERSATILE SIGNALING
❚ Dual Priority Scan  ❚ QT/DQT  ❚ 2-TONE  ❚ DTMF  ❚ FleetSync / FleetSync II  ❚ Emergency Key  
❚ OST (Operator Selectable Tone)  ❚ Ignition Sense Input  ❚ Horn Alert Output  ❚ Public Address  
❚ Remote Console I/O’s  ❚ Programmable AUX Inputs / Outputs  ❚ Footswitch Input (Emergency)

MIL-STD Compliant
The TK-7150/8150 meets the
tough US MIL-STD 810C, D, E,
and F standards.

Trunked & Conventional 
Capability 
TK-7150/8150 operates on Conven-
tional systems with dual priority scan
or LTR trunking systems or a combi-
nation of both type of systems.

Alphanumeric Display
The brilliant LCD provides a user-friendly
operator interface with a high resolution
12-character alphanumeric dot matrix 
display for channel aliases, a 3-digit sub
display for zone/channel/GID numbers and
status/function icons.
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Specifications

Applicable MIL-STD

Kenwood follows a policy of continuous advancement in development. 
For this reason specifications may be changed without notice.
FleetSyncTM is a trademark of Kenwood Corporation.

TK-7150 TK-8150

GENERAL

Frequency range
Type1: 136-174MHz 450-500MHz

Number of channels (Zone)
Conventional CH: Max.128 (1 zone x 128ch ~ 128 zones x 1ch)
Trunking ID: Max. 250/zone (max.32 zones)

Channel spacing
Wide: 25kHz, 30kHz 25kHz
Narrow: 12.5kHz, 15kHz 12.5kHz

Operating voltage 13.6V DC±15%

Current drain
Standby: 0.5A 0.5A
Receive: 2.3A 2.3A
Transmit: Less than 12A Less than 13A

Duty Cycle Transmit: 20%

Operating Temperature range -22ºF ~ +140ºF (-30ºC ~ +60ºC)

Frequency stability ±0.00025%
(-22ºF ~ +140ºF)
Antenna impedance 50 Ω
Dimensions (W x H x D) 7-1/12” x 2” x 7” 

(180mm x 50mm x 170mm)

Weight (net) 5.9 lbs (2.7kg)
FCC ID ALH32273110 ALH32283110
FCC Compliance

16K0F3E/20K0F1D 74, 90 90, 95
11K0F3E/11K2F1D 74, 90.210 90.210, 95

Band spread 38MHz 50MHz

TK-7150 TK-8150

RECEIVER

Sensitivity
12dB SINAD: 0.35µV
20dB Quieting: 0.45µV

Selectivity
Wide: 84dB (±30kHz) 80dB (±25kHz)
Narrow: 76dB (±15kHz), 73dB (±12.5kHz)

76dB (±12.5kHz)
Intermodulation

Wide: 77dB (±30, 60kHz) 79dB (±25, 50kHz)
Narrow: 75dB (±15, 30kHz) 73dB (±12.5, 25kHz)

Spurious response 85dB
External audio output 12W (@4Ω 3% distortion)

13W (@4Ω 5% distortion)

TRANSMITTER

RF output power 50 to 15 watts 45 to 15 watts 
High: 50 watts 45 watts
Low: 15 watts 15 watts

Type of emission
Wide: 16K0F3E, 20K0F1D
Narrow: 11K0F3E, 11K2F1D

Spurious response 75dB

FM Hum & noise 
Wide: 48dB
Narrow: 42dB

Microphone impedance 600 Ω

Audio distortion Less than 1% at 1000Hz

KCT-18
Ignition Sense Cable

KCT-22
Remote Control Cable

KCT-23
DC Power Cable
(for remote operation)

KES-5
External Speaker

KMC-9C
Desktop Microphone

KMC-27A
Microphone 
(noise-canceling)

KMC-27B
Microphone

KMC-28A 
Keypad Microphone 
(noise-canceling)

KPS-10A
DC Power Supply

KRK-9
Single Control Head 
Remote Kit

KLF-2
Line Filter

Options

All accessories and options may not be available in all markets. Contact an authorized
Kenwood dealer for details and complete list of all accessories and options.

Standard MIL 810C MIL 810D MIL 810E MIL 810F 
Methods/Procedures Methods/Procedures Methods/Procedures Methods/Procedures

Low Pressure 500.1/Procedure I 500.2/Procedure I, II 500.3/Procedure I, II 500.4/Procedure I, II
High Temperature 501.1/Procedure I, II 501.2/Procedure I, II Cat. A1 501.3/Procedure I, II Cat. A1 501.4/Procedure I, II
Low Temperature 502.1/Procedure I 502.2/Procedure I, II Cat. C1 502.3/Procedure I, II Cat. C1 502.4/Procedure I, II
Temperature Shock 503.1/Procedure I 503.2/Procedure I Cat. A1, C1 503.3/Procedure I Cat. A1, C1 503.4/Procedure I, II
Solar Radiation 505.1/Procedure I 505.2/Procedure I 505.3/Procedure I 505.4/Procedure I
Rain 506.1/Procedure II 506.2/Procedure II 506.3/Procedure II 506.4/Procedure III
Humidity 507.1/Procedure II 507.2/Procedure II 507.3/Procedure II 507.4
Salt Fog 509.1/Procedure I 509.2/Procedure I 509.3/Procedure I 509.4
Dust 510.1/Procedure I 510.2/Procedure I 510.3/Procedure I 510.4/Procedure I, III
Vibration 514.2/Procedure VIII, X 514.3/Procedure I Cat. 8 514.4/Procedure I Cat. 8 514.5/Procedure I Cat. 20
Shock 516.2/Procedure I, II, III, V 516.3/Procedure I, IV, V 516.4/Procedure I, IV, V 516.5/Procedure I, IV, V


